
STEEL 
CURTAIN 
SIDED KIT

WORR - SPECIALISTS IN METALWORK



WORR STEEL CURTAIN SIDED KIT
A FIRST IN EASY ACCESS

WORR Steel Curtain Sider kit is the first 
externally radiused type to become 
commercially available in the UK. The kit 
incorporates several design features which 
have aided assembly and space savings as 
well as removing the possibility of external 
rust. The kit can be used on vehicles from 3.5 
tonnes up to the largest rigids available in the 
UK.

•	 Rust Free: The design incorporates no 
exposed steelwork at the front of the body 
ensuring that there are no signs of visible 
rust.

BODY BUILDING ADVANTAGES

•	 Easy to Assemble: The kit is supplied 
assembled ready for welding. No extra 
fabrication is necessary. Commonality 

of castings and parts across all kit types 
ensuring easy identification and supply of 
spares.

•	 Durable and Flexible: WORR steel curtain 
siders are flexible and strong. Corner 
pillars are available in varying thicknesses, 
ranging from 3mm Zintec to 5mm Mild 
Steel or Galvanised.

ROOF 
WORR 67mm Radiused Cantrail with Integral Track 
complete with Pelmet. Galvanised Steel curved Roof 
Sticks @ approx. 610mm C/Line  
Radiused Front corners. GRP or ALLOY Roof Skin  
Fully Assembled

BULKHEAD (FRONT OR REAR) 
WORR 64mm Radius Extruded  
Alloy Corner Caps 
3mm Zintec, 5mm M/Steel or Galvanised Pressed 
Pole Pockets 
Panel fitted using Avtainers @ approx. 200mm C/Line. 
3mm Zintec Gussets to Bottom Step. 80 x 40 x 3mm 
RHSTop Rail 
Pillars all fitted with Pole Locators as requested

REAR FRAME 
3mm Zintec, 5mm M/Steel or Galvanised Pole Pockets 
3mm Zintec Header Panel &  Bottom Step  
3mm Zintec Gussets to Header & Bottom Step 
Tail-Lift Type Frames available on request 
These are fitted with sloping rebated step to allow 
Flush floor access with wheeled trolleys 
Pillars are all fitted with Pole Locators as requested

SIDE RAVES 
Rolled M/Steel or Galv channel.  
OPTION Alloy section

SUPPORT SYSTEM 
M/Steel Roof Support Channel.  
M/Steel RHS Roof Crossbrace 
Set of 8 3mm or 5mm M/Steel Roof Gussets

TENSIONERS 
Front Only as Standard Heavy Duty Ratchet Type  
Rear Ratchet Type available as OPTION

REAR CLOSURES 
Double Doors (External or Recessed Locks), Alloy 
Roller Shutter, Wide Latt Shutter, Solid Rear or Lift up 
Flap on Gas Springs for use as closure with Cantilever 
Tail-Lift or Rear Curtain Tensioned to N/Side only.

CURTAIN POLES 
Front 35mm Galv Tube  
Rear 35mm Galv Tube

CURTAINS 
“STRUCTURE-FLEX” 2 x 2 Weave Panama PVC  
850/900 grrn/m 
Standard Buckles Stainless Steel Over Centre Action

OPTIONS 
Pocket Style Curtains.  
Stainless Steel Locking

GENERAL 
This KIT is of a fully welded construction all loose  
Parts cut to size

SPECIFICATION



OPTIONS

CONSTRUCTION OPTIONS

ROOF
One piece aluminium or glass fibre

DOOR LOCKS
External or recessed, plated as standard Stainless Steel option, 
available on request

REAR FRAME
To accept Tail-Lift with rebated step to suit floor thickness. 
This frame will accept any Tail-Lift

SLIDING ROOFS
Available on request
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