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WORR ALLOY CURTAIN SIDED KIT
EASY ACCESS, GREAT WEIGHT  
SAVING 

The WORR Alloy Curtain sided kit combines 
ease of assembly indicative to the WORR range 
with great returns on investment to the end 
user as a result of dramatic weight savings.

•	 Light and Efficient: Up to 30% weight 
savings are achieved by the use of 
aluminium, ensuring that vehicles are not 
only fuel efficient but stay within regulatory 
guidelines. The WORR Alloy Curtain Sider 
represents a sound investment for the 
end user. Savings accruing from the use 
of aluminium mean that the return on 
investment is a quick and profitable one.

•	 Robust: As well as providing substantial 
weight savings the WORR Alloy curtain 
sider kit is also robust and durable. The 
design incorporates welding away from 
stress areas to ensure that cracking does 
not occur in these areas, thus increasing the 
longevity of the body.

•	 Aesthetic Finish: The use of aluminium 
ensures an aesthetically pleasing finish 
for all bodies. A lack of corrosion means 
that the end user can take full advantage 
of the latest painting and livery application 
techniques. 

EASY TO ASSEMBLE

The kit is quick and easy to assemble, but also 
offers rigidity and a commonality of parts and 
spares.

•	 Bolted Kits: The kits are sold as fully bolted 
kits requiring no extra welding. Kit assembly 
is quick and straightforward. Commonality 
of castings and parts across all kit types 
ensures easy identification and supply of 
spares.

•	 Rigid: The Alloy Curtain Sider incorporates 
a self-supporting roof up to 8m in length 
allowing full side loading access at all times.

SPECIFICATION
ROOF  
WORR 67mm Radiused Cantrail with Integral Track 
complete with Pelmet. Galvanised
Steel curved Roof Sticks @ approx. 610mm C/Line. 
Radiused Front corners. GRP or ALLOY Roof Skin. Fully 
Assembled

BULKHEAD (FRONT OR REAR) 
WORR 64mm Radius Extruded Corner Pillars 
Extruded Channel Top Rail & Bottom Step. 14mm GRP 
Panel fitted using Avtainers @ approx. 200mm C/Line. 
5454 Spec Alloy Gussets bolted to Pillars to accept 
Raves. Pillars all fitted with Pole Locators & Supports

REAR FRAME 
Extruded Alloy Channel Pillars. Header Panel & Bottom 
Step 3/16” 5454 Spec Alloy, Pressed to required shape. 
5454 Spec Alloy Gussets bolted to Pillars to accept 
Raves. 
This Frame can be made to accept Double Doors, Wide 
Latt Shutter or Alloy Roller Shutter. Also available with 
Rebated Rear Step to accept a Cantilever Tail-Lift
Pillars all fitted with Pole Locators & Supports

ROOF SUPPORT SYSTEM 
Extruded Alloy Channel with angles welded to each 
end for bolting to Front & Rear Pillars.
1-Off Extruded Alloy Channel Crossbrace  
3/16” 5454 Spec Alloy Side & Top gussets

TENSIONERS 
Front Only as Standard Heavy Duty Ratchet Type Rear 
Ratchet Type available as OPTION

SIDE RAVES 
130mm Externally Deep Extruded Alloy  
150mm Deep available as OPTION

REAR CLOSURES 
Double Doors (External or Recessed Locks),  
Alloy Roller Shutter, Wide Latt Shutter, Solid Rear  
or Lift up Flap on Gas Springs for use as closure  
with Cantilever Tail-Lift or Rear Curtain Tensioned  
to N/side only

CURTAIN POLES 
Front 38mm Dia. Alloy Tube. 
Rear 32mm Dia. Alloy Tube

CURTAINS
“STRUCTURE-FLEX” 2 x 2 Weave Panama PVC  
850/900 grm/m. Standard Buckles Stainless Steel 
Over Centre Action

POPULAR OPTIONS 
Pocket Style Curtains. Stainless Steel Locking

ASSEMBLY KIT 
Comprising all Nuts & Bolts Req. for assembly

GENERAL
All extrusions unless otherwise stated 6082 T6  
Spec & Temper. The Kit is a fully Bolted  
Construction requiring NO Welding. 



OPTIONS

CONSTRUCTION OPTIONS

ROOF
One piece aluminium or glass fibre

DOOR LOCKS
External or recessed, plated as standard Stainless Steel option, 
available on request

REAR FRAME
To accept Tail-Lift with rebated step to suit floor thickness. 
This frame will accept a bolt on type column Tail-Lift
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